
IVB series
Single-Phase Hybrid Solar

Storage Inverter

Compatible with 48V storage batteries�
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2 efficient, independent MPPT ports

Support time-slot function for peak-valley

IP65 waterproof protection degree

Separate generator port

Support AC-coupling

www.socreat.com

MODEL IVB-4806SP

INVERTER OUTPUT

Rated Output Power

Max.Peak Power

Rated Output Voltage �������<�G�I���r�����g�9�O�T�M�R�K���6�N�G�Y�K���2���4���6�+�h

Load Capacity of Motors

Rated AC Frequency

Switch Time

6,000W

12,000VA

4HP

50/60Hz ±0.3

10ms(typical)

Parallel Capacity ���½�����;�T�O�Z�Y�g�3�U�X�K���Z�N�G�T�������[�T�O�Z�Y���O�T���V�G�X�G�R�R�K�R���I�G�T���L�U�X�S���G���Z�N�X�K�K���V�N�G�Y�K���U�[�Z�V�[�Z�h

Lead-acid / Li-ion / User defined

BATTERY

�'�)���5�;�:�6�;�:�g�-�8�/�*�h

Battery Type

Rated Battery Voltage 48Vdc

Voltage Range 40-60Vdc

Max.MPPT Charging Current 100A
�3�G�^���3�G�O�T�Y���-�K�T�K�X�G�Z�U�X���)�N�G�X�M�O�T�M
Current 60A

Max.Hybrid Charging Current 100A

PV INPUT

Num. of MPPT Trackers 2

Max.PV Array Power �����������=�������������=

Max.Input Current 16A/16A

Max.Voltage of Open Circuit �������<�J�I���������<�J�I

MPPT Voltage Range 120-450Vdc

�3�'�/�4�9���-�+�4�+�8�'�:�5�8���/�4�6�;�:

Input Voltage Range �;�6�9���S�U�J�K�y�������½�������<�G�I�z�'�6�2���S�U�J�K�y�����½�������<�G�I

Frequency Range 50/60Hz

Bypass Overload Current

MPPT Tracking Efficiency

Max. Efficiency

40A

EFFICIENCY

����������

����������

European Efficiency ������

�-�+�4�+�8�'�2

Dimension 556*345*182mm

Weight 20kg

Protection Degree IP20, only indoor

Operating Temperature Range �������-�d�����-���������q�,�d�������q�,��

Noise �{�����J�(

Cooling Method Fan Cooling

COMMUNICATION

Embedded Interfaces RS485/CAN/USB/Dry contact

�+�^�Z�K�X�T�G�R���3�U�J�[�R�K�Y�g�5�V�Z�O�U�T�G�R�h �=�O���,�O�������-�6�8�9

Rated Output Power

Max. Output Power

Rated Output Current 26A

Max. Output Current

Power Factor

THD

6,000W

12,000VA

28.6A

0.8 leading/0.8 lagging

<3%


